
Flex

Unique perforated glitter with 2mm holes

Real glitter flakes, encased in a high quality, heat-sealing adhesive

Acceptable Fabrics 
Cotton, Uncoated Polyester, Cotton/Polyester Blends, Fabric Blends, Wool, Linen
Excluding Nylon

Feels lighter and adds breathability to larger designs

 Pressure-sensitive carrier enables easy weeding and repositioning

60° Blade 
Recommended

Cut this material
in mirror image

320°F - 330°F

Medium to Firm,
even pressure

12 to 15 Seconds

Peel warm, use
Teflon Sheet and 
repress for 2 seconds

Wash warm, tumble
dry normal.  Suitable
for dry-cleaning.

Sizing Available 
Available Widths (in.): 19.5” only
Available Lengths (ft.): 15’, 30’, 45’, 60’, 75’, 90’, and 162’ rolls

To sublimate: Heat
sublimation on top of 
already pressed vinyl 
at 390°F for 30 seconds
*Paper heat settings may differ
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Thickness
13.2 mils/330 microns

 Contains actual polyester glitter particles, allowing this product to be sublimated onto

Silver
GFU-Perf 01

Gold
GFU-Perf 02

Red
GFU-Perf 03

Pink
GFU-Perf 04

Black
GFU-Perf 11

Blue
GFU-Perf 12

Light Gold
GFU-Perf 23

Royal Blue
GFU-Perf 26

Hot Pink
GFU-Perf 27

Old Blue
GFU-Perf 12A

Grey
GFU-Perf 17

Green
GFU-Perf 19

Copper
GFU-Perf 20

Rainbow White
GFU-Perf 87

British Racing Green 
GFU-Perf 101

Silver Pink 
GFU-Perf 33

New Color!

New Color!
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   THE BEST GARMENT DECORATION PRODUCTS 

Test on dazzle cloth and other moisture-wicking polyesters.  Moisture-wicking materials have better adhesion when washed and dried using no fabric 
softener or blotted with rubbing alcohol before pressing.  Be advised that dye migration has occurred with low energy dyes in polyester and poly-blend fabrics.
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